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LED照明解决方案事业部

AnyCasting的全彩透镜系列已经应用于各种工业环境中。
为LED照明，设计各种产品。全彩系列是针对不同用户环境
和超精密成型优化的光学设计产品，新产品将不断添加到本
系列中。
AnyCasting的专业镜头设计技术基于最新的塑料成型技术，
并提供高品质的微型和纳米图案光学镜片。
AnyCasting的LED照明解决方案事业部，为了给客户提供
最均匀色温的LED照明透镜，不断地研发应用了超精密图案
的光学透镜。AnyCasting是满足不同客户的不同需求，提供
高品质LED照明透镜的优秀企业。
通过创新和研发，AnyCasting为客户提供用于光学、生物和
电视BLU产品等高科技塑料制品。 
AnyCasting的先进塑料成型技术使塑料成型质量达到了新
的水平。

AnyCasting Co., Ltd.

LED Optics

www.anyoptics.com
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AnyCasting的全彩透镜系列已被广泛应用于各种LED照明产品。
全彩透镜系列是针对不同用户环境和超精密成型优化的光学设计产品，新产品将不断添加到系列中。

AnyCasting的TIR LED透镜虽小，
但提供卓越的光学质量。 
色温差异已最小化，光学效率已最大化。

LED前照灯中使用的非球面塑料投影镜头
已经解决了玻璃镜片的问题。

10个点和12个点
透镜按照韩国国家道路标准设计而成。
并且拥有满足IESNA基准的各种模块透镜。

使用纳米图案化结构透镜，
可以创建愉快和美丽的空间和视觉效果。

AnyCasting的路灯透镜的
光学设计适合各种道路环境，
并且可以给不同的
客户提供不同的照明解决方案。

使用DMTC (数字成型温度控制系统)
的纳米图案化结构应用于室内光透镜表面。

10个点隧道灯透镜按照韩国国家道
路标准设计而成，
能提供最佳的隧道灯解决方案。

将具有DMTC的图案化纳米结构应用于
菲涅耳透镜的表面以提供高质量的透镜。

AnyCasting的LED
安全照明透镜由于照度的均匀性，
因而没有阴影区域。适合用于步行道路。

大功率全反射镜头 汽车灯透镜

模块透镜 建筑照明透镜

路灯透镜 室内照明透镜

隧道灯透镜 聚光光伏透镜 (CPV)

安全灯透镜 海洋灯透镜

我们提供适合海洋环境的聚光塑料镜片。

特殊透镜常规透镜
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2017 Exhibition Schedule

Exhibition & Contact

Andrea Kim, Director of Sales

: +82-10-2367-2688, andrea.kim@anycasting.com

Jun-Jie Cai, China / Taiwan / SEA

: +82-10-9262-8558, caijunjie@anycasting.com

Jennifer Kim, EU / NA / India / Russia

: +82-10-6288-5127, jenniferkim@anycasting.com

Contact

AnyCasting

Overseas Sales
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Yellow Ring 

Luminance : 164 lx

Beam Angle : 60˚
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No Yellow Ring 

Luminance Increase by  

4.5 % 

Beam Angle : 60˚

General molding 54㎛ DMTC molding15.74㎛

General
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Ø14.38 6.21 Ø14.38 6.21
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Ø23.6 14.35

Ø32 15

Ø35 19.5

Ø18.61 9.43

Ø23.6 13.85

3030
PKG

XPL

G4L

3535
PKG

XHP50

XHP70

NEMA

5050
PKG

7070
PKG

7̊

10~13̊

15̊
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PMMA / PC
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15̊

20 ~ 70̊

30 ~ 60̊

15 ~ 20̊

30 ~ 70̊

20 ~ 80̊

33.0 x 19.3

Ø24.48 x 15.53

Ø24.48 x 15.53

Ø23.6 x 14.35

Ø27.6x13.85

Ø14.38 x 6.21

Ø32.0 x 15.0

Ø35.0 x 19.5

Ø18.61 x 9.43

Ø14.38 x 6.21

Ø27.6 x 14.35

Ø23.6x13.85

20.5 x 11.83

Ø18.48 x 8.23

Ø14.38 x 6.21

CREE : Xlamp Series (XTE-HE, XPG3)
LG INNOTEK : H35C1(G2)
LUMILEDS : Rebel + Luxeon Series
NICHIA : 119B, 757D
OSRAM : OSLON Square
SAMSUNG : LH351B, LH351D
SEOUL Semi : Z5M/M2, Z5P

CREE : XML, XML2

CREE : XPL, XPL2, XPL-HI
LG INNOTEK : 3535 G4L 

CREE : XHP50, XHP50 G2

CREE : MKR
LUMILEDS : Luxeon M
OSRAM : GW P7STAx
LG INNOTEK : G4M

3030 Flat Type PKG

CREE : XHP70

CREE : XHP50/70, XPL/HI, MKR
LG INNOTEK : 3535 G2, G4L
OSRAM : Luxeon M
SAMSUNG : LH351B, LH351D
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SIZE(mm) Efficiency(%)
Material

(Lens/Holder)FWHM Remark

SIZE(mm) Efficiency(%)
Material

(Lens/Holder)FWHM Remark

Introduction of TIR Lens

TIR LensTIR Lens

Total Internal Reflective Lens

AnyCasting的全反射LED透镜以最小的尺寸保持优异的光学质量。 
此外， 由于其具有最小化的色温偏差和最佳的光学效率， 因此可用于多种应用。
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TIR Lens

NEMA Lens

Part No.Manufacturer

TC1001B5LPL

TC1001B5LPL2

TC1001B5LL2

TC1001B5LP3

TC1001B5LN2

TC1501B5LP5

TC1001B5LCB

TC1501B5LBB

TC2001B5LO4

TC1501B5LP52

TC1001B5LC3

TC1501B5LKR

TC1501B5LO5

TC2001B5LP7

TC1001B5LCD

TC1001B5LLM

TC1501B5LO6

TC1501B5LO7

TC1501B5LO8

TC1501B5LBA

TC1001B5LO3

PKG NEMA class

XPL

XPL-2

H35C1

XHP35

NVSW219CTE

XHP50

351B

MHB-B

GW P7LM32 EM

XHP50-2

351C

MKR

GW P7LP32 EM

XHP70

351D

Luxoen-M

GW P9LR31 EM

GW P9LR32 EM

GW P9LT32 EM

MHB-A

GW P7STA1 PM

(FWHM )

Beam Angle

NEMA 1

NEMA 2

NEMA 1

NEMA 2

NEMA 2

NEMA 2

NEMA 2

NEMA 2

NEMA 3

NEMA 3

NEMA 2

NEMA 3

NEMA 3

NEMA 3

NEMA 2

NEMA 3

NEMA 3

NEMA 3

NEMA 3

NEMA 2

NEMA 3

(Field)

1810

21.810

1710

2010

19.810

2615

17.510

25.615

4020

29.215

17.510

28.915

38.915

3520

19.510

27.710

30.815

30.315

3015

25.415

28.610

NEMA Lens
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美国电气制造商协会(NEMA) 是电气设备和医疗成像制造商协会， 成立于1926年， 总部设在弗吉尼亚州罗斯林
市。 近400名会员， 其公司制造了多种产品, 包括输配电设备， 照明系统， 工厂自动化和控制系统以及医疗诊断成
像系统。 在运动照明应用中， 照明装置需要通过NEMA满足所需的光束角度， 其中根据定义为发光强度的10％的
场角， 在1〜7型号之间规定光束角度。 

TC1001B5LPL

XPL

11.4

18.0

1

TC1501B5LP5

XHP 50

14.1

26.1

2

Ø35.0 X 19.5 mm

90%

TC1001B5LLM

LUXEON M

12

28.8

2

TC2001B5LP7

XHP 70

19.5

35.5

3

Optical Characteristic

Light 

Distribution 

Curve

PKG

Size

Beam Angle

Field Angle

NEMA Type

Efficiency

Illuminance 

Chart

Part No.

60

30
0

-/+180

90

60

30

- 90

- 60

- 30

- 60

- 30

60

30
0

-/+180

90

60

30

- 90

- 60

- 30

- 60

- 30

60

30
0

-/+180

90

60

30

- 90

- 60

- 30

- 60

- 30

60

30
0

-/+180

90

60

30

- 90

- 60

- 30

- 60

- 30

NEMA
National Electrical Manufacturers Associations

(美国电气制造商协会)

适配光源是CREE XPL, MKR, XHP50, 70
通过优化设计实现高效率
应用 : 运动照明, 投光照明等

TIR Lens

Angle Regulations

 10̊ ~ 18˚

 18̊ ~ 29˚

 29̊ ~ 46˚

Type 1

Type 2

Type 3

46̊ ~ 70˚  

70̊ ~ 100˚

100̊ ~ 130˚  

130̊ ~             

Type 4

Type 5

Type 6

Type 7
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CREE PKG

Cree XP-E PKG (3.45 x3.45)

Cree XP-E2 PKG (3.45 x3.45)

Part No.

Part No.

TP1501IXSPE

TP2001PXSPE

TP3501IXSPE

TP4001PXSPE

TP4501IXSPE

TP5001IXSPE

TP5501PXSPE

TP7001IXSPE

TP1001EXMPE

TP1501EXMPE

TP2001EXSPE

TP3001EXSPE

TP4001EXSPE

TP4501EXSPE

TP5501EXSPE

TC0701MXNXG

TC1001MXNXG

TP1501MXMXG

TP2001EXSXG

TP2001IXSXG

TP3501IXSXG

TP4501IXSXG

TP6001IXSXG

TP2201MXSXG

TP3001MXSXG

TP3501EXSXG

TP4201EXSXG

TP5501EXSXG

TP6001EXSXG

TC6001MXSXG

TP6501EXSXG

TP7501EXSXG

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.22

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.22

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.22

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

33.0x19.3

20.5x11.8

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

15

20

35

40

45

50

55

70

10

15

20

30

40

45

55

7

10

15

20

20

35

45

60

22

30

35

42

55

60

60

65

75

90

88

90

88

90

90

88

90

92

92

92

92

92

92

92

88

88

88

88

90

90

90

90

92

92

92

92

92

92

92

92

92

TYPE

TYPE

Beam Angle
(FWHM)

Beam Angle
(FWHM)

SIZE (mm)

SIZE (mm)

Efficiency (%)

Efficiency (%)

Material
(Lens/Holder)

Material
(Lens/Holder)

TIR Lens

Cree XPG PKG (3.45 x3.45)

Part No. TYPE Beam Angle
(FWHM)

SIZE (mm) Efficiency (%)
Material

(Lens/Holder)

Cree XPG3 PKG (3.45 x3.45)

Part No.

TC1501PXMG3

TP2001PXMG3

TP2501IXSG3

TP3001PXSG3

TP4001IXSG3

TP5001IXSG3

TP6501IXSG3

TP7001PXSG3

TC1501EXMG3

TP2001EXSG3

TP2501EXSG3

TP3001EXSG3

TP3501EXSG3

TP4501EXSG3

TP5001EXSG3

TP6001EXSG3

TP6501EXSG3

TP7001EXSG3

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

20

25

30

40

50

65

70

15

20

25

30

35

45

50

60

65

70

SIZE (mm)

Ø18.48x8.23

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

88

90

88

90

90

90

88

92

92

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Cree XPG2 PKG (3.45 x3.45)

Part No.

TP2001IXSG2

TP4001IXSG2

TP4501IXSG2

TP5001IXSG2

TP6001IXSG2

TP7501IXSG2

TP2001EXSG2

TP3501EXSG2

TP4001EXSG2

TP5001EXSG2

TP6001EXSG2

TP7501EXSG2

TYPE

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

20

40

45

50

60

75

20

35

40

50

60

75

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

90

90

90

90

90

90

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

TP1001PXPE2

TP1501IXSPE2

TP2001PXSPE2

TP3501IXSPE2

TP4001PXSPE2

TP4501IXSPE2

TP5501IXSPE2

TP7001PXSPE2

TP1501EXSPE2

TP2001EXSPE2

TP3001EXSPE2

TP4001EXSPE2

TP5001EXSPE2

TP6501EXSPE2

TP7001EXSPE2

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Ø18.48x8.22

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.22

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

10

15

20

35

40

45

55

70

15

20

30

40

50

65

70

88

90

88

90

88

90

90

88

92

92

92

92

92

92

92

TIR Lens
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TIR LensTIR Lens

Cree XPL HI PKG (3.45 x3.45)

Cree XHP35 HI PKG (3.45 x3.45)

Cree XHP35 PKG (3.45 x3.45)

Part No.

Part No.

Part No.

TP1501MXMHI

TP2001IXS3H

TC1001B5LP3

TP2001EXSHI

TP3001PXS3H

TP3501PXSP3

TP3001EXSHI

TP3501PXS3H

TP4501PXSP3

TP4001EXSHI

TP4501IXS3H

TP5501PXSP3

TP5001EXSHI

TP5501IXS3H

TP6001EXSHI

TP6001IXS3H

TYPE

TYPE

TYPE

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

15

20

10

20

30

35

30

35

45

40

45

55

50

55

60

60

SIZE (mm)

SIZE (mm)

SIZE (mm)

Ø18.48x8.23

Ø14.38x6.21

Ø35.0x19.5

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

Efficiency (%)

Efficiency (%)

92

92

92

92

92

92

90

88

88

88

88

88

90

88

90

90

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

Cree XTE PKG (3.45 x3.45)

Cree XTE HE PKG (3.45 x3.45)

Cree XPL PKG (3.45 x3.45)

Part No.

Part No.

Part No.

TP2001ITSTE

TP2001ITSTEH

TC1001B5LPL

TP2501ITSTE

TP4001ITSTEH

TP2001PXMPL

TP3501ITSTE

TP5001ITSTEH

TP3501PXSPL

TP4501ITSTE

TP6001ITSTEH

TP4501PXSPL

TP6001ITSTE

TP7001ITSTEH

TP6001PXSPL

TP6501ITSTE

TP2001ETSTEH

TP1501MPMPL

TP2001ETSTE

TP2501ETSTEH

TP2001MXMPL

TP2501ETSTE

TP3501ETSTEH

TP3001EXSPL

TP3501ETSTE

TP4501ETSTEH

TP4501EXSPL

TP4501ETSTE

TP6001ETSTEH

TP6001EXSPL

TP7001ETSTEH

TYPE

TYPE

TYPE

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

20

20

10

25

40

20

35

50

35

45

60

45

60

70

60

65

20

15

20

25

20

25

35

30

35

45

45

45

60

60

70

SIZE (mm)

SIZE (mm)

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø35.0x19.5

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø24.48x15.53

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

Efficiency (%)

Efficiency (%)

90

90

90

90

90

90

90

90

90

90

90

88

88

88

88

88

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Cree XPL2 PKG (3.45 x3.45)

Part No.

TC1201PPMPL2

TP2501PXMPL2

TP3501PXSPL2

TP4501PXSPL2

TP5001PXSPL2

TC1201MPMPL2

TP1501MPMPL2

TP2501MXMPL2

TP3501BXSPL2

TP4001PXSPL2

TP5001EXSPL2

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

12

25

35

45

50

12

15

25

35

40

50

SIZE (mm)

Ø24.48x15.53

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø24.48x15.53

Ø24.48x15.53

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

88

88

88

88

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC
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Ø27.6x14.35

Ø27.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø27.6x14.35

Ø23.6x14.35

Ø23.6x14.35

TIR LensTIR Lens

Cree MHB-A PKG (5.0 x5.0)

Cree MHB-B PKG (5.0 x5.0)

Part No.

Part No.

TC1501I5MBA

TC1501I5MBB

TP2001I5MBA

TP2001I5MBB

TP3501I5SBA

TP3001I5SBB

TP7001I5SBA

TP6501I5SBB

TP2001E5MBA

TP2001E5MBB

TP2501E5SBA

TP2501E5SBB

TP7501E5SBA

TP4501E5SBB

TP7001E5SBB

TYPE

TYPE

Clear

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

Beam Angle
(FWHM)

15

15

20

20

35

30

70

65

20

20

25

25

75

45

70

SIZE (mm)

SIZE (mm)

Ø27.6x14.35

Ø27.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø27.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Efficiency (%)

Efficiency (%)

90

90

90

90

90

90

90

90

92

92

92

92

92

92

92

Material
(Lens/Holder)

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Cree XML PKG (5.0 x5.0)

Part No.

TC1001MMMML

TP1301MMMML

TC2001MMSML

TP2001MMSML

TP4501MMSML

TC6001MMSML

TP6001MMSML

TYPE

Clear

Pattern

Clear

Pattern

Pattern

Clear

Pattern

Beam Angle
(FWHM)

10

13

20

20

45

60

60

SIZE (mm)

Ø24.48x15.53

Ø24.48x15.53

Ø18.61x9.43

Ø18.61x9.43

Ø18.61x9.43

Ø18.61x9.43

Ø18.61x9.43

Efficiency (%)

92

92

92

92

92

92

92

Material
(Lens/Holder)

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Ø35.0x19.5

Ø27.6x13.85

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø27.6x14.35

Ø23.6x14.35

Cree XHP50-ver2 PKG (5.0 x5.0)

Part No.

TC1501I5LP52

TC2001I5MP52

TP3001I5SP52

TP4501I5SP52

TP2501E5SP52

TP5501I5SP52

TP4001E5SP52

TP6001I5SP52

TP5501E5SP52

TP2001E5MP52

TP6001E5SP52

TYPE

Clear

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

20

30

45

25

55

40

60

55

20

60

SIZE (mm) Efficiency (%)

90

90

90

90

90

90

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

Ø35.0x19.5

Ø32.0x15.0

Ø32.0x15.0

Cree XHP70 PKG (7.0 x7.0)

Part No.

TC2001B5LP7

TP2001B7SP7

TP6001B7SP7

TYPE

Clear

Pattern

Pattern

Beam Angle
(FWHM)

20

20

60

SIZE (mm) Efficiency (%)

88

88

88

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

Cree MKR PKG (7.0 x7.0)

Part No.

TC1501IKMKR

TP2501ILPKR

TP3001ILPKR

TP4501ILPKR

TP6001ILPKR

TP6501ILPKR

TC1501EKMKR

TP4501ELPKR

TP3001ELPKR

TP6001ELPKR

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

25

30

45

60

65

15

45

30

60

SIZE (mm)

Ø27.6x13.85

Ø27.6x13.85

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø27.6x13.85

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Efficiency (%)

90

90

90

90

90

90

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Cree XHP50 PKG (5.0 x5.0)

Part No.

TC1501B5LP5

TC1501I5MP5

TP3001I5SP5

TP4501I5SP5

TP6001I5SP5

TP7001I5SP5

TP2501E5SP5

TP6001E5SP5

TP2001E5MP5

TP4001E5SP5

TP7001E5SP5

TYPE

Clear

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

15

30

45

60

70

25

60

20

40

70

SIZE (mm)

Ø35.0x19.5

Ø27.6x13.85

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Ø27.6x14.35

Ø23.6x14.35

Ø23.6x14.35

Efficiency (%)

88

90

90

90

90

90

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Cree XML2 PKG (5.0 x5.0)

Part No.

TC1001EMMM2

TP1301EMMM2

TC2001EMSM2

TP2001EMSM2

TP4501EMSM2

TP6501EMSM2

TC7001EMSM2

TYPE

Clear

Pattern

Clear

Pattern

Pattern

Pattern

Clear

Beam Angle
(FWHM)

10

13

20

20

45

65

70

SIZE (mm)

Ø24.48x15.53

Ø24.48x15.53

Ø18.61x9.43

Ø18.61x9.43

Ø18.61x9.43

Ø18.61x9.43

Ø18.61x9.43

Efficiency (%)

92

92

92

92

92

92

92

Material
(Lens/Holder)

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC
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TIR LensTIR Lens

LUMILEDS PKG

Lumileds REBEL ES PKG

Lumileds LUXEON R PKG

Lumileds LUXEON T PKG

Part No.

Part No.

Part No.

TP2001IRSRE

TP2001ERSLR

TP2001ENSLT

TP4501IRSRE

TP3501ERSLR

TP3501ENSLT

TP2001ERSRE

TP4501ERSLR

TP5001ENSLT

TP3001MRSRE

TP5001ERSLR

TP5501ENSLT

TP4001MRSRE

TP6001ERSLR

TP6001EXSLT

TP5501MRSRE

TP6501ERSLR

TP7001ENSLT

TC6001MRSRE

TP7001ERSLR

TP6001MRSRE

TYPE

TYPE

TYPE

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

20

20

20

45

35

35

20

45

50

30

50

55

40

60

60

55

65

70

60

70

60

SIZE (mm)

SIZE (mm)

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

Efficiency (%)

Efficiency (%)

90

92

92

92

92

92

92

92

92

92

92

92

92

92

90

92

92

92

92

92

92

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

PC / PC

PMMA / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Lumileds LUXEON M PKG

Part No.

TC1501ILMLM

TP2201ILMLM

TP3001ILSLM

TP5001ILSLM

TP6001ILSLM

TP7001ILSLM

TC1501MLMLM

TP2201MLMLM

TP3001MLSLM

TP4501MLSLM

TP6001MLSLM

TP7001MLSLM

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

22

30

50

60

70

15

22

30

45

60

70

SIZE (mm)

Ø27.6x13.85

Ø27.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø27.6x13.85

Ø27.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Efficiency (%)

90

90

90

90

90

90

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

SEOUL SEMICONDUCTOR PKG

Seoul semiconductor Z5M PKG (3.5 x3.5)

Seoul semiconductor Z5M2 PKG (3.5 x3.5)

Seoul semiconductor Z5P PKG (3.5 x3.5)

Part No.

Part No.

Part No.

TP2001EXSZ5

TP2001EXSZ52

TC1501MXMZP

TP4501EXSZ5

TP4501EXSZ52

TP1501MXMZP

TP6001EXSZ5

TP6001EXSZ52

TP2001MXSZP

TP4001MXSZP

TP7001EXSZ5

TP7001EXSZ52

TC4001MXSZP

TC6201MXSZP

TYPE

TYPE

TYPE

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Clear

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

20

20

15

45

45

15

60

60

20

40

70

70

40

62

SIZE (mm)

SIZE (mm)

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

Efficiency (%)

Efficiency (%)

92

92

92

92

92

92

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Seoul semiconductor S2-STW9C2SB PKG (3.0 x3.0)

Part No.

TP2001IXTS1

TP3501IXTS1

TP4501IXTS1

TP5001IXTS1

TP2001EXTS1

TP3001EXTS1

TP3501EXTS1

TP4001EXTS1

TP5001EXTS1

TP6001EXTS1

TYPE

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

20

35

45

50

20

30

35

40

50

60

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

90

90

90

90

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC
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TIR LensTIR Lens

SAMSUNG PKG

Samsung 351A PKG (3.5 x3.5)

Part No.

TC1001ECNC2

TP1501ECMC2

TP2001ECSC2

TP2501ECSC2

TP3001ECSC2

TP3501ECSC2

TP4001ECSC2

TP4501ECSC2

TP5001ECSC2

TP6001ECSC2

TP9001ECSC2

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

10

15

20

25

30

35

40

45

50

60

90

SIZE (mm)

20.5x11.83

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

92

92

92

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Samsung 351B PKG (3.5 x3.5)

Part No.

TC1001PPMCB

TP1501PXMCB

TP2001IXSCB

TP2501PXSCB

TP3501PXSCB

TP5501IXSCB

TP6001PXSCB

TP1501MCMCB

TP2001ECSCB

TP2501ECSCB

TP3501MCSCB

TP5501ECSCB

TP6001ECSCB

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

10

15

20

25

35

55

60

15

20

25

35

55

60

SIZE (mm)

Ø24.48x15.53

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

88

90

88

88

90

88

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Samsung 351D PKG (3.5 x3.5)

Part No.

TC1001PPMCD

TP2001PXSCD

TP3001IXSCD

TP3501PXSCD

TP4501IXSCD

TP6501IXSCD

TC1001MPMCD

TP1501MPMCD

TP2001MXMCD

TP3001EXSCD

TP3501EXSCD

TP4501EXSCD

TP5501EXSCD

TP6001EXSCD

TP7001EXSCD

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

10

20

30

35

45

65

10

15

20

30

35

45

55

60

70

SIZE (mm)

Ø24.48x15.53

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø24.48x15.53

Ø24.48x15.53

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

88

90

88

90

90

92

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

Samsung LH351C PKG (3.5 x3.5)

Part No.

TC1001B5LC3

TP2001IXSC3

TP4001IXSC3

TP4501PXSC3

TP5501PXSC3

TP6001IXSC3

TP6501PXSC3

TP1001EPMC3

TP4001EXSC3

TP2001EXSC3

TP4501EXSC3

TP2501EXSC3

TP5501EXSC3

TP3501EXSC3

TP6001EXSC3

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

10

20

40

45

55

60

65

10

40

20

45

25

55

35

60

SIZE (mm)

Ø35.0x19.5

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø24.48x15.53

Ø14.38x6.21

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

90

90

88

88

90

88

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

TIR是指Total Internal Reflection

Applications :  High-bay, Flood Lights, Down Lights, Landscape,  etc.

AnyCasting标准产品系列中最典型的透镜是锥形镜片。
TIR透镜具有圆形对称设计的良好圆形光线分布。
这些透镜捕获更多的LED光，并直接到达目标点，
并确保光线到达最需要的地方。
光学准直光，并沿相同的方向发出浓缩的光束。
使用TIR光学透镜时，不需要反射片等反射装置。

Beams that are reflected

by the reflector surface
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TIR LensTIR Lens

Osram LCW CQAR PC PKG (3.0 x3.0)

Osram LCW CQAR EC PKG Dome Oslon G1 (3.0 x3.0)

Osram GW JSLPS1 EM PKG (Flat Type 3030)

Osram GW P9LR32 EM PKG (Flat Type 5050)

Osram GW CSSRM2.PM PKG Dome Oslon SQ G3 (3.0 x3.0)

Osram GW PUSRA1.PM PKG Dome Duris P8 (3.7 x3.7)

Part No.

Part No.

Part No.

Part No.

Part No.

Part No.

TP1501MXMOP

TP1501MOMOE

TP1501IXTO9

TC1501B5LO7

TP1501EOMO1

TP2501ENSO2

TP2001MXSOP

TP2001MOSOE

TP2501PXTO9

TP2001I5MO7

TP2001EOSO1

TP3001ENSO2

TP3001MXSOP

TP3001MOSOE

TP3001PXTO9

TP3001PMSO7

TP2501EOSO1

TP4001ENSO2

TP3501EXSOP

TP3501EOSOE

TP3501PXTO9

TP4001I5SO7

TP2501EXTO9

TP3501E5SO7
TP3501EOSO1

TP5001ENSO2

TP4501EXSOP

TP4001EOSOE

TP4001IXTO9

TP4501I5SO7

TP3001EXTO9

TP4501E5SO7
TP4501EOSO1

TP6001ENSO2

TP5001EXSOP

TP4501EOSOE

TP4501PXTO9

TP5501I5SO7

TP3501EXTO9

TP5501EMSO7
TP5001EOSO1

TP5501EXSOP

TP5001EOSOE

TP5501IXTO9

TP6001EOSOE

TP4001EXTO9

TP6501EOSO1

TP6001EOSOE

TP1501EXTO9

TP2001E5MO7

TP5001EXTO9

TP7001EXSOP

TP5501EOSOE

TP6001PXTO9

TP1501EMMO7

TP4501EXTO9

TP7001EOSO1

TP7001EOSOE

TP2001EXTO9

TP2501E5SO7

TP5501EXTO9

TYPE

TYPE

TYPE

TYPE

TYPE

TYPE

Pattern

Pattern

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern
Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern
Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern
Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

15

15

15

15

15

25

20

20

25

20

20

30

30

30

30

30

25

40

35

35

35

40

25

35
35

50

45

40

40

45

30

45
45

60

50

45

45

55

35

55
50

55

50

55

60

40

65

60

15

20

50

70

55

60

15

45

70

70

20

25

55

SIZE (mm)

SIZE (mm)

SIZE (mm)

SIZE (mm)

SIZE (mm)

SIZE (mm)

Ø18.48x8.23

Ø18.48x8.23

Ø14.38x6.21

Ø35.0x19.5

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø27.6x14.35

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.61x9.43

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø23.6x14.35

Ø14.38x6.21

Ø23.6x14.35
Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø23.6x14.35

Ø14.38x6.21

Ø23.6x14.35
Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø23.6x14.35

Ø14.38x6.21

Ø18.61x9.49
Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø24.48x15.53

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø27.6x14.35

Ø14.38x6.21

Ø14.38x6.23

Ø14.38x6.21

Ø14.38x6.21

Ø24.61x15.35

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø23.6x14.35

Ø14.38x6.21

Efficiency (%)

Efficiency (%)

Efficiency (%)

Efficiency (%)

Efficiency (%)

Efficiency (%)

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

92

90

88

92

92

92

92

92

92

92

92

92

92

92

92

92

88

90

88

88

88

90

90

90

88

90

90

88

92

92

92

92

92

92

92

92

92

88

92

92

92

92

92

92

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC
PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC
PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC
PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

OSRAM PKG

Osram GW P7STA1 PKG Dome Duris P10 (7.0 x7.0)

Part No.

TC1501ILMO3

TP2501ILMO3

TP3001ILSO3

TP5001ILSO3

TP6001ILSO3

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

25

30

50

60

SIZE (mm)

Ø27.6x13.85

Ø27.6x13.85

Ø27.6x13.85

Ø27.6x13.85

Ø27.6x13.85

Efficiency (%)

90

90

90

90

90

Material
(Lens/Holder)

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC
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NICHIA PKG

Nichia 119B PKG (3.5 x3.5)

Nichia NF2W757GRT-V1 PKG (3.0 x3.0)

Nichia NVSW219CTE PKG (3.5 x3.5)

Nichia 757D PKG (3.0 x3.0)

Part No.

Part No.

Part No.

Part No.

TP2001EXSN9

TP6501PXSN9

TP6001PXSN9

TP5501PXSN9

TP5001IXSN9

TP4501PXSN9

TP4001IXSN9

TP3501PXSN9

TP2501PXSN9

TP2001PXMN9

TC1001PPMN9

TP2001IXTN1

TC1001PPMN2

TP2001EXSN7

TP2501MXSN9

TP3501IXTN1

TP2001IXSN2

TP3001EXSN7

TP3501EXSN9

TP4501IXTN1

TP4001IXSN2

TP4001EXSN7

TP4501EXSN9

TP5501IXTN1

TP5501IXSN2

TP4501EXSN7

TP5001EXSN9

TP2001EXTN1

TP6501IXSN2

TP5001EXSN7

TP5501EXSN9

TP3501EXTN1

TP7001IXSN2

TP6001EXSN9

TP4001EXTN1

TP1001EPMN2

TP5001EXTN1

TP2501EXSN2

TP6501EXSN2

TP6501EXSN9

TP4501EXTN1

TP2001EXMN2

TP5001EXSN2

TP6001EXTN1

TP3501EXSN2

TP7501EXSN2

TYPE

TYPE

TYPE

TYPE

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Clear

Pattern

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

Beam Angle
(FWHM)

20

65

60

55

50

45

40

35

25

20

10

20

10

20

25

35

20

30

35

45

40

40

45

55

55

45

50

20

65

50

55

35

70

60

40

10

50

25

65

65

45

20

50

60

35

75

SIZE (mm)

SIZE (mm)

SIZE (mm)

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.23

Ø24.48x15.53

Ø14.38x6.21

Ø24.48x15.53

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø24.48x15.53

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

Efficiency (%)

Efficiency (%)

Efficiency (%)

92

92

92

92

92

92

92

92

88

88

88

90

88

90

88

88

88

88

90

88

92

92

92

92

92

90

90

90

90

90

90

90

90

92

92

92

92

92

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

Material
(Lens/Holder)

PMMA / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC

TIR LensTIR Lens
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TIR Lens

LG INNOTEK PKG

LG Innotek H35C1 (G2) PKG (3.5 x3.5)

Part No.

TP1501PXML2

TP2001IXSL2

TP2001EXSL2

TP3001PXSL2

TP3001EXSL2

TP4001IXSL2

TP3501EXSL2

TP5501IXSL2

TP5001ECSL2

TP6001PXSL2

TP5501EXSL2

TP8001PXSL2

TP6001EXSL2

TP1501MXML2

TP8001EXSL2

TYPE

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

20

20

30

30

40

35

55

50

60

55

80

60

15

80

SIZE (mm)

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø18.48x8.23

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

90

88

90

90

88

88

92

92

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

LG Innotek Flat Type PKG (3.0 x3.0)

Part No.

TP2001IXTG1

TP3501IXTG1

TP4501EXTG1

TP4001PXTG1

TP5001EXTG1

TP4501IXTG1

TP5501EXTG1

TP5001IXTG1

TP2001EXTG1

TP3001EXTG1

TP4001EXTG1

TYPE

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

20

35

45

40

50

45

55

50

20

30

40

SIZE (mm)

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

90

90

88

90

90

92

92

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

LG Innotek G4M PKG (7.0 x7.0)

Part No.

TC1501IKMG7

TP3001ILPG7

TP7001ELPG7

TP5001ILPG7

TP6001ILPG7

TP7001ILPG7

TP3001ELPG7

TP5001ELPG7

TP6001ELPG7

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

15

30

70

50

60

70

30

50

60

SIZE (mm)

Ø27.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Ø23.6x13.85

Efficiency (%)

90

90

90

90

90

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PMMA / PC

PC / PC

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

LG Innotek H35F0 (G4L) PKG (3.5 x3.5)

Part No.

TC1001B5LG4

TP1501BPMG4

TP1501MPMG4

TP3001EXSG4

TP4001EXSG4

TP5501EXSG4

TYPE

Clear

Pattern

Pattern

Pattern

Pattern

Pattern

Beam Angle
(FWHM)

10

15

15

30

40

55

SIZE (mm)

Ø35.0x19.5

Ø24.48x15.53

Ø24.48x15.53

Ø14.38x6.21

Ø14.38x6.21

Ø14.38x6.21

Efficiency (%)

88

88

92

92

92

92

Material
(Lens/Holder)

PC / PC

PC / PC

PMMA / PC

PMMA / PC

PMMA / PC

PMMA / PC
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 Asymmetry TIR Lens Asymmetry TIR Lens

Applicable LED 3535PKG

Material PMMA / PC

Material Details Lens Material Optical Grade PMMA

  - Flammability : HB (UL94)
  - Luminous transmittance : 92% (ISO 13468-2)
  - Refractive index : 1.49 (ISO 489)

Lens Material Optical Grade PC

  - Flammability : V-0 (UL94)
  - Heat Deformation Temperature : 133 ℃ (ASTM D648)
  - Izod Impact Strength : 75 J/m

Asymmetric LensBeam Angle Type
(FWHM)

Assembly In order to present the best optical effect, the PIN at the 

bottom of the lens is fixed to the PCB board, so that the 

center of the LED and the center of the lens can be aligned 

to get high efficiency.

Size Ø26.07 x 13.14 mm

TA101EXLG2

Illumination charts

Beam Pattern

3D  distribution

Beam Angle

Beam Pattern simulation

TIR Single Lens Line-up

Lens

Tape

PCB

Lens Dimensions

13.14

26.07

24

AnyCasting全反射LED透镜以最小的
尺寸保持优异的光学质量。
此外，由于其具有最小化的色温偏差
和最佳的光学效率,
因此它被用于多种应用。

26 / AnyCasting  为了按照客户的要求生产高效适合的镜片，请参阅标准规格，并联系AnyCasting。
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Oval LensOval Lens

TO3010EXNxx

Material

FWHM

Size

Efficiency

Applicable LED

PMMA

30 x10̊
Ø23.60 x11.77mm
90%
3535PKG

Cross Section Illuminance Distribution

TO3511BXNxx

Material

FWHM

Size

Efficiency

Applicable LED

PC

35 x11̊
Ø23.60 x11.77mm
88%
3535PKG

Cross Section Illuminance Distribution

TO4212EXNxx

Material

FWHM

Size

Efficiency

Applicable LED

PMMA

42 x12̊
Ø26.0 x12.2mm
90 %
3535PKG

Cross Section Illuminance Distribution

TO4814EXNxx

Material

FWHM

Size

Efficiency

Applicable LED

PMMA

48 x14̊
Ø26.0 x12.2mm
90%
3535PKG

Cross Section Illuminance Distribution

TO5312BXNxx

Material

FWHM

Size

Efficiency

Applicable LED

PC

53 x12̊
Ø26.0 x12.2mm
88%
3535PKG

Cross Section Illuminance Distribution

Lens Dimensions

TO3010EXNxx / TO3511BXNxx TO4212EXNxx / TO4814EXNxx / TO5312BXNxx

Ø23.60

20.50

11.77

Ø26.0

20.50

12.2

AnyCasting全反射LED透镜以最小的尺寸保持优异的光学质量。
此外，它可用于多种应用，因为它具有最小的色温偏差和最佳的光学效率。

特征

- 通过优化的透镜表面降低色温差。
- 通过使用具有纳米图案结构的透镜表面来改善光学质量。
- 卓越的光通量效率。

- 可用于提高适用于中型和大型招牌或广告照明的光线性
- 适用于各种3030和3535PKG

侧发光型椭圆透镜
优点: 更小的LED PKG，边缘和中心的均匀性
最佳: 透镜照射区域更宽阔

TO5312BXNxx

TO4814EXNxx

TO4212EXNxx

TO3511BXNxx

TO3010EXNxx

28 / AnyCasting  为了按照客户的要求生产高效适合的镜片，请参阅标准规格，并联系AnyCasting。
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TIR Array LensTIR Array Lens

Size

Size

For 3535 PKG
Enable Standard Lens used Ultrasonic Welding
Variety Angle Applicable
Applications :  High-bay, Flood Lights, Down Lights, Landscape,  etc.

For 3535 PKG
Enable Standard Lens used Ultrasonic Welding
Variety Angle Applicable
Applications :  High-bay, Flood Lights, Down Lights, Landscape,  etc.

Material

Material

Efficiency

Efficiency

Applicable LED

Applicable LED

TPxx36MXSMG (36EA Multi Array Holder)

TPxx84MXSMG (84EA Multi Array Holder)

Dimensions 

Dimensions 

Ø140

A

A

SECTION A-A

12.6

Ø181A

A SECTION A-A

8.55

Ø140.0 x12.6mm

Ø181.0 x8.55mm

PC

PC

90%

90%

3535PKG / CREE XPX Series / LG INNOTEK / 

SANMSUNG / SEOUL Semi / NICHIA / OSRAM / etc.

3535PKG / CREE XPX Series / LG INNOTEK / 

SANMSUNG / SEOUL Semi / NICHIA / OSRAM / etc.

2x2 lens

TIR Array Lens

Part No.

TS2504BXLG1 LG Innotek 3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

3030PKG

LG Innotek

TS3004BXLG3 Cree 3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

3535PKG

TS2004EXLG1 LG Innotek

TS7004BXLCB Samsung

TS6004EXLG3 Cree

TS3004BXLCB Samsung

TS2504EXLS1 Seoul semi

TS7004BXLL2 LG Innotek

TS7004EXLL2 LG Innotek

TS3004BXLL2

TS3004EXLCB Samsung

AC7504BXLG1 LG Innotek

TS7004EXLCB Samsung

TS3004BXLS1 Seoul semi

TS3004EXLL2 LG Innotek

AC8004BXLS1 Seoul semi

AC8004EXLG1 LG Innotek

TS4504BXLG1 LG Innotek

TS3004EXLG3 Cree

AC8504BXLCB Samsung

AC9004EXLG3 Cree

TS5004BXLS1 Seoul semi

TS4504EXLG1 LG Innotek

AC8504BXLL2 LG Innotek

AC9004EXLCB Samsung

TS6004BXLG3 Cree

TS5004EXLS1 Seoul semi

AC9004BXLG3 Cree

AC9004EXLL2 LG Innotek

AC9004EXLS1 Seoul semi

TYPE

Sanding

Sanding

Sanding

Sanding

Sanding

Sanding

Sanding

Sanding

Sanding

Sanding

Sanding

Clear

Sanding

Sanding

Sanding

Clear

Clear

Sanding

Sanding

Clear

Clear

Sanding

Sanding

Clear

Clear

Sanding

Sanding

Clear

Clear

Clear

Beam Angle
(FWHM)

25

30

20

70

60

30

25

70

70

30

30

75

70

30

30

80

80

45

30

85

90

50

45

85

90

60

50

90

90

90

SIZE (mm)

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

49.80x49.80

Efficiency (%) Material Manufacturer PKG

88

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

88

92

92

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PC

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PMMA

PC

AC9004BXLG3

TP3004BXLG3

TP6004BXLG3
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Street lights LensStreet lights Lens

AnyCasting的户外照明透镜的光学设计, 适合各种室外环境和安装条件。 它们的高光学效率满足客户要求的
照明规格。 AnyCasting的通用LED路灯透镜设计用于不同的安装环境。 它们是高性能不对称透镜, 光学效率超
过93％, 可实现最高的纵向照度均匀性。 有效的光线控制使眩光最小化, 使用3M胶带使安装简单易行。 为了实
现高耐久性, 使用耐热材料。

Cross Section
STA301MXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section
STA601CMLML
Material

FWHM

Size

Applicable LED

PC

Asymmetric

20.0 x19.0mm

5050PKG

Cross Section
STA701MXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section
STA801MXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

23.0 x16.0mm

3535PKG

Cross Section
STA901MXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

32.0 x26.0mm

7070PKG

Cross Section
STA1201ETLTE
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section
STA1801EXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

19.0 x14.0mm

3535PKG

32 / AnyCasting  为了按照客户的要求生产高效适合的镜片，请参阅标准规格，并联系AnyCasting。
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IESNA 道路分类

Street lights LensStreet lights Lens

Illuminating Engineering Society of North America

类型I ~ VS， 短， 中， 长的分类取决于安装高度。
类型I ~ VS的分类取决于最大光强的50％点。
短， 中， 长的分类取决于最大光强的点。

MH  安装高度
LRL  纵向巷道，沿巷道行驶
TRL  横跨巷道横穿巷道

非常短
短
中等
长
超长

:   最大光强在0和1.0MH TRL之间
:   最大光强在1.0MH TRL和2.25MH TRL之间
:   最大光强在2.25MH TRL和3.75MH TRL之间
:   最大光强3.75MH TRL和6.0MH TRL之间
:   最大光强超过6.0MH TRL

分布具有圆形对称性，
具有方形对称性

TYPE

I

TYPE

II

TYPE

III

TYPE

IV

TYPE

V

TYPE

 VSquare 

强度的50％在房屋侧
1MH LRL和1MH LRL之间

强度的50％在路边
1MH LRL和1.75MH LRL之间

强度的50％在路边
1.75MH LRL和2.75MH 之间 LR

强度超过2.75MHLLL的50％

分布具有圆形对称性

STA1901EXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

STA2001EXLXG
Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

STA2101PXLXG
Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

STA2301PXLL2
Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

STA2701PXLL2
Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

STA3101PXLL5
Material

FWHM

Size

Applicable LED

PC

Asymmetric

20.0 x15.0mm

5152PKG

Cross Section

STA3301PXLL2
Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

34 / AnyCasting  
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Street lights LensStreet lights Lens

STA5201PXLL2

STA3701PXLPL

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

PC

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

Cross Section
STA5301PXLL2

STA4101PXLCB

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

PC

Asymmetric

19.0 x14.0mm

3535PKG

Cross Section

Cross Section

STA4201PXLL2

STA6401EXLS1

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PC

Asymmetric

19.0 x14.0mm

3535PKG

PMMA

Asymmetric

16.0 x12.0mm

3030, 3535PKG,

OSRAM duris P8, 
Luxeon TX

Cross Section

Cross Section
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Security lights Lens

SCS301CXLXG

SCA1101MLLLM

SCA501MXLXG

SCS3501PXLCB

SCA4601PXLPL

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PC

Symmetric

23.0 x16.4 x9.1mm

3535PKG

PMMA

Asymmetric

27.0 x27.0 x10.30mm

7070PKG

PMMA

Asymmetric

19.0 x14.0 x6.2mm

3535PKG

PC

Symmetric

20.0 x20.0 x4.7mm

3535PKG

PC

Asymmetric

19.0 x14.0 x6.55mm

3535PKG

Cross Section

Cross Section

Cross Section

Cross Section

Cross Section

Security lights Lens

AnyCasting的通用LED安全照明镜头专为不同
的安装环境而设计。
它们是高性能不对称透镜，光学效率超过93％，
可提供最佳的整体/纵向照度均匀性。
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Array LensArray Lens

TYPE A

STA2701PXLL2

STA5701PXLL2

19.0x14.0x4.93mm

126.0x62.0x8.2mm

PC (LG Lupoy 1303-EP22)

TYPE B

STA4212PXLL2

STA5710PXLL2 (10points), STA5712PXLL2 (12points)

STA2301PXLL2

PC (LG Lupoy 1303-EP22)

88%

TYPE A, B, C

STA5712PXLL2

STA5701PXLL2

19.0x14.0x4.93mm

PC (LG Lupoy 1303-EP22)

Optical Characteristic

Array Lens

Part No.

Specifications

Array Lens Size

Single Lens Size

Single Lens

Part No.

Material

Efficiency

Beam Angle

Single Lens

Image

Array Lens
Applications : Street Lights, Security Lights, Tunnel Lights

AnyCasting有标准的10个点和12个点模块透镜。 
各种标准模块透镜可用于一个散热器和一个垫片， 可用于天花板灯和隧道墙壁灯。

- 紧凑高效的设计使得模块易于使用， 并通过使用相同的散热器节省费用。
- 高性能， 完美的路灯照明和隧道照明。

STA2310PXLL2

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

STA3310PXLL2

Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

STA4212PXLL2

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

STA5212PXLL2

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

STA5312PXLL2

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

STA5710PXLL2

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

STA5712PXLL2

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

Cross Section

Cross Section

Cross Section

Cross Section

Cross Section

Cross Section

Cross Section
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STA6112PXLL2

STA6404xxxx

STA6408xxxx

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PC

Asymmetric

126.0 x62.0 x8.2mm

3535PKG

PMMA

Asymmetric

50.0 x50.0mm

3030, 3535PKG, 

OSRAM duris P8, 
Luxeon TX

PMMA

Asymmetric

50.0 x50.0mm

3030, 3535PKG

Cross Section

Assembly

Cross Section

Cross Section

Array LensArray Lens

STA1224ETLTE

STA160Mxxxx

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PMMA

Asymmetric

120.0 x100.0mm

3535PKG

PMMA

Asymmetric

348.0 x165.0mm

3535PKG

Cross Section

Cross Section

Provide Array Lens Provide Sealant

Lens Dimensions

STA5710PXLL2 STA5712PXLL2

62

126

62

126

STA5712PXLL2

STA5710PXLL2
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Tunnel lights Lens

TNA210PXLL2

TNA301PXLL2

TNA101PXLTE

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

Material

FWHM

Size

Applicable LED

PC

Asymmetric

124.0 x60.0 x8.2mm

3535PKG

PC

Asymmetric

18.85 x13.85 x5.19mm

351B, H35C1, TL1L4-NW1

PC

Asymmetric

20.0 x19.0 x7.71mm

XPG, XPG G2, XTE, 351A, H35C1

Cross Section

Cross Section

Cross Section

Design Condition

Design Condition

Dialux Simulation

Dialux Simulation

Tunnel lights Lens

TNA301PXLL2

TNA210PXLL2

TNA101PXLTE

(10pt Array Lens)
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10个点标准模组镜头
是按照韩国的高速公路（政府）
隧道，基础上设计的透镜。
我们可以提供最佳的透镜解决方案。

5.5

등기구

수직각
적용범위

8

3 3

10.5
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Channel Sign for BLU Lens Channel Sign for BLU Lens

AS1603ADHS3

Material

FWHM

Size

Applicable LED

Diffusion PC

155̊

15.5 x66.5 x5.3mm

3030, 3528, 5630 PKG

Cross Section Lens Dimensions

15.5

66.5

5.3

BLC101EHXA1 / BCS

Material

FWHM

Size

Applicable LED

PMMA

150̊

Ø16.38 x13.7 x5.9mm

3030, 3528 PKG

Cross Section Lens Dimensions

13.7

Ø16.38 5.9

BLD501PHXA1

Material

FWHM

Size

Applicable LED

PC

10̊ ~13̊ (1313 CSP),

17̊ ~20̊ (High Power LED PKG)

71.5 x17.8 x10.0(T)mm

1313 CSP, High Power LED PKG

Cross Section Lens Dimensions

71.5

10

17.8

BLD501PHXA2

Material

FWHM

Size

Applicable LED

PC

10̊ ~13̊

70.8 x15.7 x6.75mm

1313 CSP

Cross Section Lens Dimensions

70.8

6.75

15.7
OD 40mm OD 50mm OD 60mm OD 80mm OD 100mm

Only LED PKGs With AnyCasting BLU lens

AnyCasting的BLU和BCS透镜呈现高质量的背光单元(BLU)，
在极低的光学距离下具有很好的均匀性和无色温偏差。 
AnyCasting的透镜都是通过考虑光学距离和光源数量来设计和制作的。

AnyCasting透镜应用前后的BLU比较

不同厚度的光分布

BLC101EHXA1

BLD501PHXA2

BLD501PHXA1

AS1603ADHS3

46 / AnyCasting  为了按照客户的要求生产高效适合的镜片，请参阅标准规格，并联系AnyCasting。



September 21~24,

Istanbul Light
Istanbul, Turkey

November 7~10, 

Interlight Moscow
Moscow, Russia

May 11~ 13,

LED EXPO 2017
Mumbai, India

June 27~29,

LED & OLED EXPO
Kintex, Korea

September 13, 

LED Optic Seminar
Seoul, Korea

October 27~30, 

Int’l Lighting Fair
Hong Kong

June 9 ~12,

Int’l Lighting Exhibition
Guangzhou, China

December 2~ 4,

LED EXPO 2017
New Delhi, India

Custom Design

如果您需要高品质的透镜请与我们联系。

AnyCasting的优点

 •通过多年的经验, 可以实现光学透镜的设计及共享模拟结果。

 •针对不同的LED不断进行透镜的Line-Up

 •为了减少量产磨具的失误率, 通过 QDM (Quick Delivery Mold) 磨具系统, 制作开发磨具。 

 •制作结构复杂的透镜。

 •具备了光学透镜的测定技术

 •保证透镜的品质

 •针对不同的客户, 遵守供货期。

Custom Design
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ANYCASTING
AnyCasting Co., Ltd.

AnyCasting的全彩透镜系列已被广泛应用于各种LED照明产品。
全彩透镜系列是针对不同用户环境和超精密成型优化的光学设计产品，新产品将不断添加到系列中。

AnyCasting的TIR LED透镜虽小，
但提供卓越的光学质量。 
色温差异已最小化，光学效率已最大化。

LED前照灯中使用的非球面塑料投影镜头
已经解决了玻璃镜片的问题。

10个点和12个点
透镜按照韩国国家道路标准设计而成。
并且拥有满足IESNA基准的各种模块透镜。

使用纳米图案化结构透镜，
可以创建愉快和美丽的空间和视觉效果。

AnyCasting的路灯透镜的
光学设计适合各种道路环境，
并且可以给不同的
客户提供不同的照明解决方案。

使用DMTC (数字成型温度控制系统)
的纳米图案化结构应用于室内光透镜表面。

10个点隧道灯透镜按照韩国国家道
路标准设计而成，
能提供最佳的隧道灯解决方案。

将具有DMTC的图案化纳米结构应用于
菲涅耳透镜的表面以提供高质量的透镜。

AnyCasting的LED
安全照明透镜由于照度的均匀性，
因而没有阴影区域。适合用于步行道路。

大功率全反射镜头 汽车灯透镜

模块透镜 建筑照明透镜

路灯透镜 室内照明透镜

隧道灯透镜 聚光光伏透镜 (CPV)

安全灯透镜 海洋灯透镜

我们提供适合海洋环境的聚光塑料镜片。

特殊透镜常规透镜
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AnyCasting Co., Ltd.

2017 Exhibition Schedule

Exhibition & Contact

Andrea Kim, Director of Sales

: +82-10-2367-2688, andrea.kim@anycasting.com

Jun-Jie Cai, China / Taiwan / SEA

: +82-10-9262-8558, caijunjie@anycasting.com

Jennifer Kim, EU / NA / India / Russia

: +82-10-6288-5127, jenniferkim@anycasting.com

Contact

AnyCasting

Overseas Sales

为了按照客户的要求生产高效适合的镜片，请参阅标准规格，并联系AnyCasting。
以上提供的所有材料的信息是AnyCasting的宝贵资源，可以更改，恕不另行通知。
请访问www.anycasting.com了解更多AnyCasting的各种产品和事件的技术信息。

AnyCasting是制作高品质透镜的公司。 通过与客户的 partnership 满足客户的需求。
AnyCasting通过超精密磨具制作高端透镜的公司。

(针对客户的设计)
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Headquarter     
LED Lens Sales Dept., Software Dept., 3D Printing Dept., R&D Center

B-16F Woolim B/D, 583 Yangchun-ro, Gangseo-gu, Seoul, Korea, 07547

TEL. +82-2-3665-2493   FAX. +82-2-3665-2497   E-mail. led@anycasting.com

Gimhae Plant 
LED Optic Solution Dept., Manufacturing Technology Center

123-18 Gasan-ro, Hallim-myeon Gimhae-si, Gyeongnam, Korea, 50849

TEL. +82-55-345-2016   FAX. +82-55-345-2017   E-mail. ledlens@anycasting.com

India Distribution 
203, Copper Arch 83, Infantry Road Bangalore 560 001 India

TEL. +91-80-2559-1031 / 1107  FAX. +91-80-2559-1056 / 1454   E-mail. harish@syratron.com

TIR / Street / Array / Asymmetry Lens

LED照明解决方案事业部

AnyCasting的全彩透镜系列已经应用于各种工业环境中。
为LED照明，设计各种产品。全彩系列是针对不同用户环境
和超精密成型优化的光学设计产品，新产品将不断添加到本
系列中。
AnyCasting的专业镜头设计技术基于最新的塑料成型技术，
并提供高品质的微型和纳米图案光学镜片。
AnyCasting的LED照明解决方案事业部，为了给客户提供
最均匀色温的LED照明透镜，不断地研发应用了超精密图案
的光学透镜。AnyCasting是满足不同客户的不同需求，提供
高品质LED照明透镜的优秀企业。
通过创新和研发，AnyCasting为客户提供用于光学、生物和
电视BLU产品等高科技塑料制品。 
AnyCasting的先进塑料成型技术使塑料成型质量达到了新
的水平。

AnyCasting Co., Ltd.

LED Optics

www.anyoptics.com

2017                   LED OpticsAnyCasting   
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